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Component Access / Removal Built-In (Bl) Series

COMPONENT ACCESS AND REMOVAL

This section explains how to adjust, access and remove components. [f different models have similar procedures,
they are grouped together under the appropriate heading.

An attempt has been made to arrange these procedures in such a way as to simulate which components would
need to be removed first in order to gain access to other components. When following a component removal proce-
dure, it may be necessary to reference another component removal procedure listed earlier in this section.

This section is arranged as follows: Page:
+ Models BI-30U / BI-36U Exterior Cosmetic / Mechanical Components ..........cocoiiiriioieineiinie et sessesisee e s 7-3
+ Models BI-30U / BI-36U Refrigerator Interior Cosmetic / Mechanical Components .............ccccviceniiennccnneninnens 7-10
+ Models BI-30U / BI-36U Freezer Interior Cosmetic / Mechanical Components..........c.covieiirinieieiisennenns 7-19
+ Models BI-30U / BI-36U Compressor Area Mechanical COmMPONENES ... 7-26
+ Models BI-30U / BI-36U Sealed System COMPONENES.........ccouiimiimmiii s snssssasssiens 7-28
+ Model BI-36F Exterior Cosmetic / Mechanical COmMPONENS .........ccovciiiiiiiiiiiiicnnen s sss s s T 7-32
» Model BI-36F Interior Cosmetic / Mechanical COMPONENLS ........c..oiiiiiuioiiimiiii it esesse s ereesssaebaassssaesssanessenssseess 7-38
» Model BI-36F Compressor Area Mechanical COMPONENES ..ot et 7-46
+ Model BI-36F Sealed System Components ..., AN S R A R R 7-48
» Model BI-36R Exterior Cosmetic / Mechanical COMPONENES ......c..ccviiiiiiiiiiiiiii ettt e e ra g enn e e 7-52
+ Model BI-36R Interior Cosmetic / Mechanical COMPONENES .......cciviirerirrmirierierere e eseenssesreereseesstesssasessesesessssesssaesssssrens 7-57
» Model BI-36R Compressor Area Mechanical CoOmMPONENES. ..ot s sb s ase st bt 7-66
o Model BEIBR Sealot SYSterit COTMPONBINIE. wurwwsuwussvuswssusmssiivsssssismssssss s sy easms souas s ris sy 5551891555 500853 53R 1 7-68
+ Models BI-36S / Bl-42S / BI-48S Exterior Cosmetic / Mechanical Components..........cccoovcvevniiv i 7-72

» Models BI-36S / BI-42S / BI-48S Refrigerator Interior Cosmetic / Mechanical Components ............cccoveivrncncnicniicnnns 7-78
+ Models BI-36S / BI-42S / BI-48S Freezer Interior Cosmetic / Mechanical Components ... 7-87
+ Models BI-363 / BI-42S / BI-48S Compressor Area Mechanical Components........c..c.cecceeviecricriecreinsiesseieeresenssessresnnrens 7-95
» Models BI-36S / BI-42S / BI-48S Sealed System COMPONENES ........ccoivireiriiiinrne i eriseisereesesssesersesssesssssssessssesssessssssvsessens 7-97
+ Models BI-42SD / BI-48SD Exterior Cosmetic / Mechanical CoOmponents ........ ..ottt sressnsens 7-101
+ Models BI-42SD / BI-48SD Refrigerator Interior Cosmetic / Mechanical Components ..., 7-109
+ Models BI-42SD / BI-48SD Freezer Interior Cosmetic / Mechanical COmMPONENtS...........cvvvieeiveiinnniniisesees e ssesessvessesssnnns 7-119
» Models BI-42SD / BI-48SD Compressor Area Mechanical COMPONENLS .........coiiriimisinieniienes e eseesisaesens 7-127
» Models BI-42SD / BI-48SD Sealed System COmMPONENES........c.ouriiictiiiiriitiriesiee it et rese sttt s sb et b st nn st ns 7-129

IMPORTANT NOTE: Before continuing, please take note of the WARNINGS and CAUTIONS below.

* IF PULLING A UNIT FROM ITS INSTALLATION BEYOND THE ANTI-TIP COMPONENTS, REMEMBER THAT
IT COULD TIP FORWARD RESULTING IN SERIOUS INJURY OR DEATH. PULLING A UNIT FROM ITS
INSTALLATION SHOULD ONLY BE PERFORMED BY AN AUTHORIZED SERVICE TECHNICIAN OR
INSTALLER.

+ TO AVOID ELECTRIC SHOCK, POWER TO THE UNIT MUST BE DISCONNECTED WHENEVER ACCESSING
AND/OR REMOVING COMPONENTS POWERED BY ELECTRICITY OR COMPONENTS NEAR OTHER
ELECTRICAL COMPONENTS. IF THE UNIT IS PLUGGED IN, BUT HAS NOT BEEN SWITCHED ON BY
PRESSING THE POWER KEY, LINE VOLTAGE IS STILL PRESENT AT THE MAIN CONTROL BOARD.

+ |IF REMOVING A DOOR OR DRAWER FROM A UNIT, REMEMBER THAT DOORS AND DRAWERS ARE
HEAVY. IF THEY WERE TO FALL, THEY COULD CAUSE SERIOUS PERSONAL INJURY.

A CAUTION

+ If working in the compressor area, remember that compressor and tubing may be hot.

+ If working on or around the evaporator or condenser, remember that evaporator and condenser fins are
sharp.
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Models BI-30U / BI-36U Exterior Cosmetic / Mechanical Components

Kickplate

To remove a kickplate, extract the screws from the left
and right corners of the kickplate, then pull the kickplate
forward. (See Figure 7-1).

Dual Installation Kickplate

A dual installation kickplate assembly is held in place
with magnets at each end and one screw at top center.
To remove the dual installation kickplate, the screw at
top center must be extracted before pulling the dual
installation kickplate forward (See Figure 7-1A).

Drain Pan

The drain pan slides in from the front of unit on two side
brackets. A locating feature was built into the drain pan
in the form of detentes at the bottom front that drop into
notches at the front of the side brackets.

To remove the drain pan (See Figure 7-2):

1. Remove kickplate.
2. Push front of drain pan up slightly, then pull for-
ward.

Screw

Figure 7-1. Kickplate Removal

~w
NN
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Figure 7-2. Drain Pan Removal
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Water Valve Assembly

The water valve is located to the right of the drain pan
and is attached to the valve bracket with screws.

NOTE: Before attempting to remove the water valve
assembly, switch the water supply to the unit off.

To remove the water valve assembly, first remove the
kickplate, then (See Figure 7-3):

1. With a valve assembly mounting screws and pull
valve forward.

2. Disconnect AC and DC electrical leads.
NOTE: It may be necessary to cut a cable tie that
is securing the AC electrical leads to the valve
assembly.

3. Disconnect inlet and outlet water tubes from valve
by pushing the collar around the tubes toward the
valve, while pulling the tubes away from the valve.

Water Filter Cartridge

The water filter cartridge is located at the right hand top
side of the unit behind grille assembly.

To remove the water filter cartridge, first lift open the
front of the grille assembly, then (See Figure 7-4).

1. Push the cartridge in toward the water filter mani-
fold to depress the spring and catch mechanism.
2. Then pull cartridge out of the manifold.

NOTE: After a filter cartridge has been replaced, the
reset button behind the unit grille must be pressed for
five (5) seconds to clear the filter icon from the LCD
and reset the water filter timer.

Water Filter Manifold

The water filter manifold is secured to the right hand top
side of the unit with screws, behind grille assembly.

NOTE: Before attempting to remove the water filter
manifold, switch the water supply to the unit off.

To remove the filter manifold, first lift open the front of
the grille assembly and remove the water filter car-
tridge, then (See Figure 7-5).

1. Use a T-20, 6-lobe Torx type bit to extract the mani-
fold mounting screws.

2. Pull the manifold forward and disconnect the water
tubes by pushing the collar around the tubes toward
the manifold, while pulling the tubes away from the
manifold.
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Qutlet Tube
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Inlet Tube

Figure 7-3. Water Valve Removal

Manifold

Figure 7-4. Water Filter Cartridge Removal

Outlet Tube

Manifold

Inlet Tube

Figure 7-5. Water Filter Manifold Removal
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Door Switch

The door switch is located at the top rear of the top
cabinet frame, with the switch's actuator protruding
through a hole in the front of the frame. A series of tabs
and pegs hold the door switch in place.

To remove a door switch, first open the grill, then (See
Figure 7-6):

1. Disconnect the switch electrical leads using a nee-
dle-nose pliers to pull the electrical lead housings
away from the switch. © 4

2. Use a small flat-blade screwdriver to pry the front e Retaining Tab
retaining tab at each side of the switch back while 5~
lifting that side of the switch up. Repeat this step
on each side of the switch.

3. Pull switch back and lift off of the top cabinet frame

Figure 7-6. Door Switch Removal

Top Cabinet Trim

The top cabinet trim sits below the grille assembly. _ .
Screws pass through open ended slots in the trim to Trim Mounting Screws
secure it to the top cabinet frame.

To remove the top cabinet trim first open the grill then,
(See Figure 7-7):

1. Use a T-15, 6-lobe Torx type bit, to loosen, but not
remove, the trim mounting screws.
2. Pull the trim forward. off of the unit.
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Component Access / Removal Built-In (Bl) Series Jevezensy

Grille Assembly

The grille assembly is attached at the top of the unit
with screws passing through the grille’s side frames into
grille brackets.

To remove a grille assembly (See Figure 7-8):

1. Lift open the front of the grille assembly to access
the mounting screws.

With a T-20, 6-lobe Torx type bit, extract the two
front grille mounting screws, then loosen but do not
remove the two rear mounting screws.

pull the grille assembly forward, off of the unit.

2.

3,

NOTE: When reinstalling the grille assembly, line up
the notches at back of grille side frames with the rear
mounting screws, then push the grille assembly back.

Framed / Overlay Refrigerator Door Handle /
Handle-Side Trim

The door handle on framed units and the handle-side
trim on overlay units is attached to the door with
screws. These screws are covered by a screw cover.

To remove a handle of handle-side trim, open the door
then:

1. At the top of the door, insert a flat blade screwdriver
into the channel of the screw cover and push the
cover back, disengaging it from the handle or trim
(See Figure 7-9).

2. With a T-20, 6-lobe Torx type bit, extract the handle-
side trim mounting screws and pull the trim from the
door (See Figure 7-10).
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Grille Bracket i
~ Grille Mounting Screws

Grille Bracket

Figure 7-8. Grille Assembly Removal
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Figure 7-9. Screw Cover Removal
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Figure 7-10. Handle / Handle-Side Trim Removal
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Framed / Overlay Freezer Drawer Handle / Handle-
Side Trim

The drawer handle on framed units and the handle-side
trim on overlay units is attached to the top of the drawer
with screws. These screws are covered by a screw
cover.

To remove a handle of handle-side trim, open the draw-
er then:

1. At the back right-hand side of the top drawer trim,
insert a flat blade screwdriver into the notch in the
screw cover and pry the cover away form the draw-
er, disengaging it from the handle or trim (See
Figure 7-11).

2. With a T-20, 6-lobe Torx type bit, extract the handle
or top trim mounting screws and pull the handle or
trim from the drawer (See Figure 7-12).

Stainless Steel Door / Drawer Handle Assembly

A screw inserted through the stainless steel handle
standoffs into the handle secures the handle to the
standoffs. The standoffs are then slides over threaded
studs that are attached to the door shell. A socket head
set-screw inserted through the side of the standoff
secures the standoff to the stud.

To remove a stainless steel handle assembly (See
Figure 7-13):

1. Use a 3/32" Allen-wrench to loosen the set-screw in
each handle standoff.
2. Pull handle assembly off of the threaded studs.

Figure 7;11. Screw Cover Removal

Figure 7-12. Handle / Handle-Side Trim Removal

/ Handle Standoff

Handle Mount

Screw \j

/ Threaded Stud

. N Set-Screw

Handle —""1.

Figure 7-13. Cut-away View of SS Handle Assembly
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Top Door Hinge Assembly

The top hinge assembly is secured to the unit with bolts
that pass down through the cabinet hinge plate into
threaded inserts. Screws passing down through the
door hinge secure the hinge assembly to the door.

NOTE: A special tool package is available to assist in
removing a top hinge assembly. This tool package is
provided with replacement hinge and door assemblies.
If needed, order part #7011097. The directions below
were written to be used with this tool package.

To remove a top hinge assembly, the grille assembly
and top cabinet trim must first be removed. If applica-
ble, remove the water filter cartridge from above the
hinge assembly, and if the unit has a glass door, pull
the heater flex cable out of the cable retainer at the side
of the hinge assembly at this time, then:

1. With the door open, use a 5/32" Allen wrench or bit
to extract the top door hinge mounting screw near-
est to the hinge pivot point (See Figure 7-14).

Use a 1/8" Allen wrench or bit to replace the screw
just removed with the 1/4-20X1/2" setscrew, includ-
ed in the tool package, inserting the setscrew down
until its top is flush with the top surface of the door
hinge (See Figure 7-14).

NOTE: If the setscrew is not inserted far enough it
will damage the hinge plate when closing the door;
if it is inserted too far it will not hold the door hinge
in the correct position when closing the door.

Extract the inner door hinge mounting screws, leav-
ing the outermost screw in place (See Figure 7-14).
insert the hinge spacer, included in the special tool
package, between the door closer guide and the
back of the door closer track, then close the door
(See Figure 7-14).

NOTE: This spacer will keep the door closer mech-
anism at the proper spacing to facilitate hinge
assembly removal and reinstallation.

With the door closed, use a socket wrench with an
extension and a 2" socket to extract the cabinet
hinge mounting bolts (See Figure 7-15).

Extract the outermost door hinge mounting screw
(See Figure 7-15).

Lift the hinge assembly up off of the top of the unit,
allowing the door to shift toward the handle side
and come to rest against the main frame (See
Figure 7-16).

NOTE: It may be necessary to use a flat blade
screwdriver to pry the post at the end of the door
closer arm up out of the hole in the top of the door
assembly.
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Figure 7-14. Top Door Hinge Screw Removal,
Setscrew Installation and Spacer Installation

Figure 7-15. Cabinet Hinge Bolt Removal and Door
Hinge Screw Removal

Hinge Assy

Figure 7-16. Top Door Hinge Assy Removal




,_ Built-In (Bl) Series Component Access / Removal

Door Assembly

The door assembly is secured to the top and bottom
door hinges with screws.

NOTE: It will be necessary to have two people to per-
form this door assembly removal procedure.

To remove a door assembly, the top hinge assembly
must be removed first. And, If the unit has a glass
door, unplug the heater flex cable from the wire hamess
before continuing. Then, (See Figure 7-17):

1. Use an assistant to open and hold the door
between forty-five to ninety degrees.

2. Use a 5/32" Allen wrench or bit to extract the bot-
tom door hinge mounting screws.
3. Have the assistant lift the door up off of the bottom

door hinge assembly.

Bottom Door Hinge Assembly

The bottom door hinge assembly is attached to the
hinge side plate with screws.

To remove a bottom door hinge assembly, the door
must first be removed, then (See Figure 7-18):

1. Pull the unit approximately six (6) inches (152mm)
out of its installation.

2. Use a 5/32" Allen wrench or bit to extract the hinge
assembly mounting screws.

Drawer Front Assembly

The drawer front assembly is attached to the drawer
support rails with 1/4-20 X 3/4” Button Head Cap
Screws.

To remove the drawer front assembly (See Figure 7-
19):

1. Open drawer.
2. Use a 5/32" Allen wrench or bit to extract the
screws from each side of drawer front assembly.

NOTE: If removing the drawer front to access compo-
nents inside the freezer compartment, it is best to leave
the drawer front attached to the drawer support rails,
and instead extract the screws that hold the support
rails to the slides and pull the drawer front and support
rails out together. In this way there should be no need
for drawer adjustments when the drawer front is rein-
stalled.

Figure 7-17. Door Assembly Removal

| Hinge Side
Plate

Bottom Door Hinge Assy

Figure 7-18. Bottom Door Hinge Assy Removal

G 1k _/
Figure 7-19. Drawer Front Assy Removal
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Models BI-30U / BI-36U Refrigerator Interior Cosmetic / Mechanical Components

Door Gasket

A dart at the back of the door gasket fits into metal
channels attached to the inside perimeter of the door.

To remove a door gasket, starting at one corner, pull
the gasket dart from the metal channels. (See Figure
7-20).

Adjustable Door Shelves and Dairy Compartment

Removal and adjustment of the upper door shelves and
dairy compartment assembly is achieved by sliding the
grooves in the shelving endcaps over the molded
retaining ribs of the door liner.

Lift out and up to remove, push in and down to install.
(See Figure 7-21).

Non-adjustable Door Shelf

The lower non-adjustable door shelf has hooks at the
back sides of its endcaps that fit into notches in the
door liner.

To remove the non-Adjustable door shelf lift it up slightly
then pull it from the notches in the door liner; to install it
push in and down (See Figure 7-22)
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Figure 7-22. Non-Adjustable Door Shelf
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Cantilever Shelf Assembly

To adjust and/or remove a refrigerator cantilever shelf
assembly (See Figure 7-23):

1. Lift front of shelf up slightly.

2. Lift back of shelf up to disengage the shelf ladder
hooks from the shelf ladders.

3. Pull shelf forward and out of the shelf ladders.

Crisper Glass Shelf

The crisper glass shelf rests upon shelf standoffs that

I
I
i
1,
are mounted to the refrigerator side walls. i
|

To remove the crisper glass shelf (See Figure 7-24):

1. Lift shelf straight up off of the standoffs.
2. Pull shelf forward, out of compartment.

| l;ig;lre 7-23. Cantilever Shelf Removal

Deli Drawer and/or Crisper Drawer Assembly |

To remove a deli drawer assembly or crisper drawer
assembly, open the drawer until it stops, then lift the
front of the drawer up slightly off of the drawer slide

while continuing to pull the assembly out of the com-
partment. (See Figure 7-25).

NOTE: If the door is limited to a 90-degree opening,
removing the non-adjustable door shelves will assist in
this task.

Figtjre. i;-24. Crisper Shelf Removal

Drawer Slide

R

Figu_re 7-25. Refﬁgerator Dréwer Removal
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Glass Crisper Cover Assembly

The glass crisper cover assembly is located between
the deli drawer and the top crisper drawer and is held in
place by crisper cover supports attached to each side
wall.

To remove the glass crisper cover assembly, first
remove the deli drawer and the top crisper drawer, then
(See Figure 7-26):

1. Grasp the assembly at the front edge toward each
side.

2. Lift the front of the assembly upward and pull it for-
ward 1o release it from the support retaining clips.

Crisper Cover Support

The crisper cover supports are secured with screws to
the compartment side wall and the crisper spacer
assembly.

To remove a crisper cover support, the glass crisper
cover must be removed first, then extract the support
mounting screws and pull the support from the side wall
or crisper spacer. (See Figure 7-27)

Refrigerator Drawer Slide

The drawer slides are secured with screws to the com-
partment side walls and the crisper spacer assembly.

To remove a drawer slide, first remove the drawer
assembly, then extract the slide’s mounting screws and
pull the slide from the side wall or crisper spacer. (See
Figure 7-28)
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Figure 7-26. C

risper Cover Removal
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Figure 7-27. Crisper Cover Support Removal

Drawer Slide
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Crisper Light Cover Assembly

The crisper light cover assembly is secured to the lower
refrigerator duct by its upper flange and end caps
engaging two crisper light cover supports that are part
of the lower duct assembly.

To remove the lower light cover, first remove the crisper
glass shelf and deli drawer assembly, then lift the light
cover up at each end, disengaging it from the supports.
(See Figure 7-29)

Lower Light Bulb

The lower light assembly is located behind the crisper
light cover.

To remove the lower light bulb, first remove the crisper
glass shelf, deli drawer assembly and light cover, then
turn the bulb counterclockwise to remove it from the
light socket. (See Figure 7-30)

Light Bulb

\
\\\
|
IR
b

Figure 7-30. Lower Light Bulb Removal
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Crisper Spacer Assembly
Crisper Spacer
The crisper spacer assembly, which also holds the Assembly
Consumer Use and Care Cards, is attached to the

hinge side wall with screws.

To remove the crisper spacer assembly, first remove the
crisper glass shelf, the drawer assemblies, the glass
crisper cover, hinge-side drawer slides and the crisper
light cover. Then, extract the crisper spacer mounting
screws and pull the spacer assembly from the wall (See
Figure 7-32)

Air Purifier Cartridge

| == B i

The air purification system is located behind a door on Figure 7-32. Crisbe.l:_é;ﬁ;ér Assembly“l!!en;noval
the upper refrigerator duct assembly.

To remove the air purifier cartridge (See Figure 7-33):
1. Pull bottom edge of door forward and up until it

locks in the up position.

2. Grab top of inside flap and pull it forward and down
(this will cause the cartridge to pop out of the sock-
et).

3. Lift cartridge up from socket.

Upper Light Diffuser Assembly

The upper light diffuser assembly, located at the top of
the refrigerated compartment, is held in place by invert-
ed T-shaped slots at its sides fitting over pegs on the
light diffuser brackets.

To remove the light diffuser (See Figure 7-34):

1. Push diffuser toward rear of unit until center of
inverted T-shaped slots line up with diffuser bracket
pegs.

2. Lower diffuser down and pull it from the compart-
ment.

Figure 7-33. Air Purifier Cartridge Removal

NOTE: When reinstalling the light diffuser, be sure to
pull it forward fully so that the tabs inside the inverted T-
shaped slots engage the pegs in the diffuser brackets.
Failure to do so will allow the diffuser to fall out easily.

Diffuser Brackets

Figure 7-34. Upper Light Diffuser Removal
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Upper Light Bulb and Light Bracket Assembly

The lighting assemblies are located behind the light dif-
fuser at the top of the compartment.

To remove light bulbs, first remove the light diffuser,
then turn the bulb counterclockwise to remove it. (See
Figure 7-35)

Light bracket assemblies are secured with screws to
the compartment ceiling.

To remove a light bracket assembly, first remove the
light diffuser and light bulbs, then (See Figure 7-35):

1. Extract bracket mounting screws.

2. Lower assembly down and disconnect the lighting
wire harness.

3. pull ground clip from side of bracket.

Control Panel Assembly
(a.k.a. UIM - User Interface Module)

The control panel assembly (UIM) is located at the top
front of the refrigerator compartment and is secured
with tabs at each end fitting into slots in the display sup-
port.

To remove the control panel assembly, first remove the
upper light diffuser, then (See Figure 7-36):

1. At each end of control panel assembly, reach
behind the control panel and push the lower tabs
upward while pulling the bottom edge away from
the display support.

2. Once the lower tabs are disengaged, lower the
assembly down and disconnect the electrical lead
from the control panel assembly PC board.

Upper Duct Assembly

The refrigerator upper duct assembly has notches at
the bottom of each side flange that fit over locating pins
on the shelf ladders; screws at the top of the duct
secure it to the back wall of the compartment; at the
bottom, plastic rivets hold it tight to the top flange of the
lower duct assembly.

To remove the upper duct assembly, first remove all
cantilever shelves, the crisper glass shelf and the upper
light diffuser, then (See Figure 7-37):

1. At the bottom of duct, extract plastic rivet center
posts using a fingernail, putty knife, or similar
device, then pull rivets out.

Extract screws from top of upper duct.

Pull top of duct forward, about 45 degrees from ver-
tical, then lift the duct up off of shelf ladder pins.

«LN

Psue-zercy Built-In (BI) Series Component Access / Removal

Light Bracket Assembly

Figure 7-35. Upper Light Assembly

L

UIM (Rear View)

Lower Tab

Slot in Display Support

Figure 7-36. Control Panel Assembly Removal
(viewed from behind)

Screws

Plastic Rivets

S

Figure 7-37. Upper Duct Ass
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Shelf Ladder

Shelf ladders are held to the side walls with screws. B

To remove a shelf ladder, first remove all cantilever
shelves, the crisper glass shelf, upper light diffuser and :
upper duct assembly, then (See Figure 7-38): - |

1. Extract shelf ladder mounting screws. _ o]
2. Pull shelf ladder from side wall. *

Evaporator Fan Shroud Assembly

The evaporator fan shroud is secured with screws to i N
the compartment ceiling. P S g 3\1
To remove the evaporator fan shroud assembly, first Figure '}'-38. Shel;‘ Ladder Rem 6lval

remove all cantilever shelves, the crisper glass shelf,
upper light diffuser and upper duct assembly, then (See

Figure 7-39):

1. Disconnect evaporator fan electrical leads.

2. Extract screws securing fan shroud to compartment Fan Shroud
ceiling and pull assembly from the compartment. Assembly

Evaporator Fan Motor

The evaporator fan motor sits on top of the evaporator
fan shroud bracing with its shaft passing through a hole
in the brace; the motor is then held in place by a fan
bracket snapping together with the bracing over the
back side of the motor.

4
-
|

..O

S &
cantilever shelves, the crisper glass shelf, upper light \ f /

To remove the evaporator fan motor, first remove all

Screws

diffuser, upper duct assembly and evaporator fan
assembly, then (See Figure 7-40):

Figure 7-39. Evaporator Fan Shroud Assembly
1. Pull fan blade from fan motor shaft.
2. Using a flat-bladed screwdriver, pry fan bracket
clips off of the tabs at each side of shroud bracing.
3. Lift fan motor off of fan shroud.

| i
Fan Bracket /L_J
i = Fan Motor

e
\\b

Screwdriver _ { H
\ _,‘1 ___._._____..J.

Figure 7-40. Fan Motor Re:hoval
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Air Purifier Pocket Assembly

The air purifier pocket assembly, consisting of the air
purifier cartridge holder, a fan assembly and a trans-
former, is located behind the top evaporator cover, and
is secured to the compartment back wall with screws.

To remove the air purifier pocket assembly, first remove
all cantilever shelves, the crisper glass shelf, upper light
diffuser and upper duct assembly, then (See Figure 7-
41):

1. Disconnect fan motor wire leads and transformer
wire leads from wire harness.
2. Extract air purifier pocket assembly mounting

screws and remove assembly from unit.

Refrigerator Compartment Thermistor

The refrigerator compartment thermistor is inserted into
a thermistor clamp behind the upper duct assembly.

To remove the compartment thermistor, first remove all
cantilever shelves, the crisper glass shelf, upper light
diffuser and upper duct assembly, then (See Figure 7-
42).

1. Pull thermistor from clamp.

2. Cut thermistor’s wire leads six (6) to twelve (12)
inches from the back wall, then pull thermistor from
compartment.

Lower Duct Assembly

The lower duct assembly is held in place with screws
passing through it into standoff screw grommets that
are fastened to the compartment back wall.

To remove the lower duct assembly, first remove all
cantilever shelves, the upper light diffuser, crisper glass
shelf, upper duct assembly, drawer assemblies, glass
crisper cover, hinge-side drawer slides, crisper light
cover, and the crisper spacer, then (See Figure 7-43):

1.
2.

Extract lower duct mounting screws.

Lean top of duct forward and remove all panel
mount electrical connections from duct, then
remove duct from the unit.

Air Purifier
Pocket
Assembly

Figure 7-41. Air Purifier Pocket Removal

Compartment
Thermistor

Lower Duct
Assembly

Screws &

Figure 7-43. Lower Duct Assembly Removal
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Component Access / Removal Built-In (Bl) Series

»

Refrigerator Evaporator Thermistor \u
/I
The refrigerator evaporator thermistor is inserted six to C

ten inches into the opening below the third elbow on the
left side of the evaporator.

To remove the evaporator thermistor, first remove all =s
cantilever shelves, the upper light diffuser, crisper glass QC "
shelf, upper duct assembly, then (See Figure 7-44):

1. Pull thermistor from evaporator. 'S ra
2. Cut thermistor’s wire leads six (6) to twelve (12) I E t
inches from the back wall, then pull thermistor from @ T T;zfrﬁzitg: T
compartment. ( T
(z

Figure 7-44. Evaporator Thermistor
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Peve-zenog Built-In (BI) Series Component Access / Removal

Models BI-30U / BI-36U Freezer Interior Cosmetic / Mechanical Components

Drawer Gasket

A dart at the back of the drawer gasket fits into metal
channels attached to the inside perimeter of the drawer.

NOTE: To remove a drawer gasket, the drawer assem-
bly must be removed from the unit.

To remove a drawer gasket, starting at one corner, pull
the gasket dart from the metal channels. (See Figure
7-45).

Upper Basket Assembly

To remove upper basket assembly (See Figure 7-46):

1. Pull upper basket fully forward.

2. Lift front of basket up slightly, then push upper bas-
ket slides back to disengage slide hooks from the
slots at rear of basket assembly.

3. Continue pulling basket forward while lifting it up off
of the slides.

Lower Basket Assembly

To remove a lower basket assembly, start with the
freezer drawer fully open, and upper basket fully in, or
removed. Then, lift the lower freezer basket up, off of
the basket retainers, and out of the freezer compart-
ment. (See Figure 7-47)

Metal Channels = !

Figure 7-45. Drawer Gasket Removal

b
-
&
.
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Figure 7-47. Lower Basket Assembly
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Light Diffuser

The freezer light diffuser is a flexible plastic material
and is held in place at the ceiling of the freezer com-
partment with diffuser retainers.

To remove the light diffuser, the top freezer basket must
be removed first, then squeeze the diffuser at the mid-
dle so that its edges disengage from the diffuser retain-
ers, and pull the diffuser from the compartment ceiling.
(See Figures 7-48)

Light Bulb and Light Bracket Assembly

The lighting assembly is located behind the light diffuser

at the top of the compartment.

To remove the light bulb, first remove the top freezer
basket and the light diffuser, then turn the bulb counter-
clockwise to remove it. (See Figure 7-49)

The light bracket assembly is secured with screws to

the compartment ceiling. Light

Bracket
To remove a light bracket assembly, first remove the top
basket and light diffuser, then (See Figure 7-49):

1. Extract bracket mounting screws.

2. Lower assembly down and disconnect the lighting
wire harness.

3. pull ground clip from side of bracket.

Upper Freezer Basket Full Extension Slide

The upper freezer basket full extension slides are o 4 [
attached to the side walls of the freezer with screws. 5 i

To remove an upper freezer basket full extension slide, Figure 7-49. Freezer Light Assembly
first remove the drawer front assembly and both freezer
baskets, then extract the slide mounting screws and pull
the slide from the freezer compartment. (See Figure 7-

50)

] Upper Basket Slide

Figure 7-50. Upper Basket Full Extension Slide
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Peue-zenog Built-In (Bl) Series Component Access / Removal

Freezer Drawer Slide Rail Assembly

The drawer slide rail assemblies are attached to the full
extension drawer slides with screws.

To remove a drawer slide rail assembly, first remove the
drawer front assembly and the lower freezer basket,
then (See Figure 7-51):

1. Extend slide rail out fully.
2. Extract slide rail mounting screws, then lift slide rail
from the slide.

Freezer Full Extension Drawer Slide Assembly

The full extension drawer slide assemblies are attached
to the side walls with screws.

To remove a full extension drawer slide assembly, first
remove the drawer front assembly, lower freezer basket
and drawer slide rail assembly, then (See Figure 7-52):

1. Extend drawer slide until front access hole lines up
with front mounting screw.
2. Extract slide mounting screws, then pull slide from

the freezer compartment.

Drawer Closer Assembly

The drawer closer assembly is attached to the left side
wall with screws.

To access and remove a drawer closer assembly, first
remove the drawer front assembly and the lower freez-
er basket. Then, extract the screws that secure the
drawer closer fo the side wall. (See Figure 7-53)

7-21

Drawer Slide Rail

|

Figure 7-51. Freezer Drawer Slide Rail

Drawer Slide

Figure 7-52. Full Extension Drawer Slide Assy.

L :I_ R —

/.

; Drawer Closer
|

Figure 7-53. Drawer Closer Removal
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